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§ 67.10–25 Application for tests.

A person requesting a Coast Guard
representative at a test of a fog signal
must:

(a) Direct a written request to the Of-
fice of Aids to Navigation, U.S. Coast
Guard Headquarters, 2100 Second
Street SW., Washington, DC 20593–0001
including:

(1) His name, address, and telephone
number;

(2) A description of the fog signal;
(3) Range for which approval is re-

quested;
(4) Location of the anechoic chamber;

and
(5) Proposed test dates.
(b) Bear all the expenses of con-

ducting the test conducted in accord-
ance with § 67.10–20 including all ex-
penses of the U.S. Government in send-
ing a Coast Guard representative to the
test.

[CGD 72–74R, 37 FR 13512, July 8, 1972, as
amended by CGD88–052, 53 FR 25119,July 1,
1988; CGD 96–026, 61 FR 33663, June 28, 1996]

§ 67.10–30 Withdrawal of approval.

The Coast Guard may withdraw ap-
proval of a fog signal if it fails to meet
the requirements of § 67.10–1 (a), (b),
and (c).

§ 67.10–35 Notice of approval and with-
drawal of approval.

(a) The Coast Guard publishes a no-
tice of the approval or withdrawal of
approval of a fog signal in the Local
Notice to Mariners.

(b) A listing of approved fog signals
may be obtained from any District
Commander.

§ 67.10–40 Fog signals authorized for
use prior to January 1, 1973.

Any fog signal authorized for use by
the Coast Guard and manufactured
prior to January 1, 1973, is excepted
from the requirements in this subpart,
except §§ 67.10–1 (b) and (c), 67.10–5, and
67.10–10, if the fog signal has a min-
imum sound pressure level as specified
in Table A of Subpart 67.10 of Title 33
of the Code of Federal Regulations in
effect on December 31, 1972, for the
range required by § 67.20–10, § 67.25–10, or
§ 67.30–10.

Subpart 67.15—Miscellaneous
Marking Requirements

§ 67.15–1 Lights and signals on attend-
ant vessels.

The requirements prescribed by this
part apply to structures. The barges,
vessels, and other miscellaneous float-
ing plants in attendance shall display
lights and signals in accordance with
the ‘‘Regulations for Preventing Colli-
sions at Sea, 1960 (33 U.S.C. 1601–1094),’’
or the local rules established in accord-
ance with Rule 30 thereof, as appro-
priate. However, when vessels are fixed
to or submerged onto the seabed, they
become structures as described in
§ 67.01–5.

[CGFR 58–17, 23 FR 3377, May 20, 1958, as
amended by CGFR 68–95, 33 FR 15285, Oct. 15,
1968]

§ 67.15–5 Seismographic and surveying
operations.

All stakes, casings, pipes, and buoys,
except bamboo poles and wooden
stakes less than 2 inches in diameter,
placed in the water to facilitate seis-
mographic or surveying operations
shall be marked, in the manner pre-
scribed by the District Commander, for
the safety of navigation.

§ 67.15–10 Spoil banks, artificial is-
lands, and dredged channels.

(a) All submerged spoil banks, or ar-
tificial islands resulting from the
dredging of private channels, laying of
pipelines, or any other private oper-
ation, and all privately dredged chan-
nels which, in the judgment of the Dis-
trict Commander are required to be
marked by aids to navigation, shall be
marked by private aids to navigation
conforming to the standard United
States system of aids to navigation
characteristics described in Subpart
62.25 of Part 62 of this subchapter.

(b) Applications for permits to estab-
lish and maintain private aids to navi-
gation for the purpose indicated in this
section shall be reviewed by the Dis-
trict Commander and forwarded to the
Commandant, for final review and
issuance of permits.
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